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ALL PIPES SHALL BE DUCTILE IRON .
AND ALL JOINTS SHALL BE FLANGED T I".“

WITH 316 STAINLESS STEEL NUTS, e,
BOLTS AND WASHERS. \\\; -

CONC THRUST BLOCK

NOT TO SCALE
REDUCED PRESSURE BACKFLOW PREVENTER

DOUBLE CHECK DETECTOR ASSEMBLY (DCDA),
FIRE SPRINKLER SUPPLY ONLY

NOTES

1. REDUCED PRESSURE DEVICES: WATTS, FEBCO. THIS ITEM IS PROPRIETARY TO MATCH EXISTING
SITEWIDE STANDARD AND NO SUBSTITUTION WILL BE ALLOWED.

2. EACH SHALL BE SERIES 909, BRONZE BODY WITH STAINLESS STEEL TRIM, FLANGED CONNECTIONS
AND COMPLETE WITH CHECK VALVES, RELIEF VALVE, STRAINER, ISOLATION SHUT—-OFF VALVES AND

TEST COCKS.
3. ALL UNITS SHALL BE USC, FCCC AND HR, AND IAPMO APPROVED.

BNL STANDARD —
BACKFLOW PREVE NTER APPROVED BY
SCALE NTS
UNIVERSITY OF CALIFORNIA LAWRENCE BERKELEY NATIONAL LABORATORY PRAING 1 SHEET
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